W TAC-4

EMBUILT SINGLE PHASE POWER METER

Input Supply Load Connection
for Load Terminal

72 x 72 x 84 mm

SET Button

Automatic Scroll
Power factor
Wattage
Current Auxiliary Supply
for Meter
Voltage

Testing made Organised, Reliable, Simpler & Faster

DSP Based True RMS Technology Accuracy class 1.0

Display on SET: V, A, W & PF Bright LED Display

Wide range of measurement Simple Connection

COMPREHENSIVE TESTING OF ELECTRICAL APPLIANCES

>

BALLAST

LED Driver




Smart Solution MMakes You SMARTER

@ TECHNICAL SPECIFICATION

Auxiliary power | 180-250V, 50 Hz

Voltage Display

Input voltage | 30-300V, 50 Hz

Input Current | 50mA to 5.0A

Current Display

Accuracy Class 1.0 (for electrical parameters)

SET Buttonj Press
Resolution | Floating Decimal Point

Display bright LED Display Wattage Display

Related Products

Improved Version of DPA-1
Basic electrical parameters Power Factor Display
USB Software Interface

Pass/Fail Facility

Basic Electrical Parameters
With Pen Drive Based Logging Facility
USB Software Interface

Pass/Fail Facility Auto Scroll Display
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